
SSA Must specify finish

Shaft type

SSA

Nominal mounting

height

8 – 35 feet

Standard Finish
BA Brushed aluminum

Architectural Colors (powder finish)4

Standard Colors
DDB Dark bronze

DWH White
DBL Black

Classic Colors
DMB Medium  bronze
DNA Natural aluminum
DSS Sandstone
DGC Charcoal gray
DTG Tennis green
DBR Bright red
DSB Steel blue

Class 1 Architectural Anodize
ABL Black
ADB Dark bronze
ANA Natural

Shaft Bolt Bolt Base Anchor Warehouse Template
Base Circle Projection Square Bolt Anchor Bolt Number
Size AAAAA BBBBB CCCCC Description Description

4"C   8-1/2"–––––9-5/8"    3-1/8" 9-15/16" ABSSA-4C AB18-0 PJ50045
4"G   8-1/2"–––––9-5/8"    3-1/8" 9-15/16" ABSSA-4G AB30-0 PJ50045
5"   10-1/2"–––––11-1/2"   3-1/4" 11-9/16" ABSSA-5 AB30-0 PJ50046
6" 12"–––––13"  4" 12-1/4" ABSSA-6 AB36-0 PJ50044

(See back page.)

(See back page.)

FEATURES
SHAFT — Square non-tapered shaft made from extruded 6063-T6

or 6061T6 aluminum alloy. Shaft width is 4", 5" or 6". Wall thick-
ness is .125", .188" or .250" depending on mounting height and
loading requirements.

ANCHOR BASE — Cast from 356-T6 aluminum alloy. Anchor bolt
holes are recessed and covered by aluminum caps.

HANDHOLE — A rectangular reinforced handhole having nomi-
nal dimensions of 2" x 4" for a 4" square and 2-1/2" x 4" for a 5" or
6" square shaft. Handhole cover plate made from aluminum
alloy with attachment hardware provided.

GROUNDING — A ground lug located immediately inside the
handhole is tapped for 3/8" – 16 UNC ground bolt (by others).

ANCHOR BOLTS — Top 12" galvanized per ASTM A-153. Made of
3/4" or 1" diameter steel rod having a minimum yield strength of
55,000 psi.

HARDWARE — All screws, nuts and bolts are made of stainless
steel.

TOP CAP — Weatherproof, cast aluminum cap provided with all
drill-mount poles.

FINISHES — Brushed aluminum is standard. Optional polyester
powder paint and anodized finishes available.

BOLT COVERS — Nut covers are included with each anchor base.

Type .............................................................................................................................

Catalog number ...........................................................................................................

 Anchor Base Poles

SSA
SQUARE STRAIGHT ALUMINUM

8' to  35' Mounting

ORDERING INFORMATION
Choose the boldface catalog nomenclature that best suits your needs
and
write it in the appropriate blank.

115-POLE

Example:  SSA  20 4C DM19 BA

Nominal shaft base size/

wall thickness

Options

C

B

A

IMPORTANT:
• Do not erect poles without having fixtures installed.
• Factory-supplied templates must be used when setting anchor bolts. Lithonia
will not accept claim for incorrect anchorage placement due to failure to use
factory template.
• If poles are stored outside, all protective wrapping must be removed
immediately to prevent finish damage.
• Lithonia is not responsible for the foundation design.

NOTES:

1 When ordering tenon mounting and drill mounting for the same pole, follow this

example: DM28/T20.

2 3-1/2" and 4" tenons available on 5" and 6" shafts only.

3 The drilling template to be used for a particular luminaire depends on the
luminaire that is used.

Drilling Template Drilling for

Replace "x" with Reference Number Luminaire Series

1 1 ORCG1, ORDG1

2 2 KRES1

3 3 KRE1, KRES2, KSES1, ORCG2, ORDG2

4 4 KRE2, KSES2, ORC1, ORC2, ORD1, ORD2

Blank 5 All other Lithonia Area Luminaires

Refer to the Technical Data Section of the Outdoor Binder for Drilling Templates.

4 Additional colors available; see Architectural Colors brochure.

Mounting1

Tenon Mounting
PT Open top

T20 2-3/8" O.D. (2" NPS)
T25 2-7/8" O.D. (2-1/2" NPS)

T302 3-1/2" O.D. (3" NPS)
T352 4" O.D. (3-1/2" NPS)

Drill  Mounting
DM19x3 1 at 90°
DM28x3 2 at 180°

DM28 PL3 2 at 180° with one side
plugged

DM29x3 2 at 90°
DM39x3 3 at 90°
DM49x3 4 at 90°



18"

SSA   Square Straight Aluminum Poles

TAPPED 3/8"
FOR GROUND
CONNECTOR

NUT COVER
DISC

POLE OPTIONS

SUFFIX DESCRIPTION
FDL 1 Festoon Outlet – less electrical
FGL 1 Festoon GFI Outlet – less electrical
H1-18A 1 Horizontal Arm Bracket – 1 fixture
VD Vibration Damper (5" and 6" poles only)
L/AB Less Anchor Bolts
HH 1, 2 Extra Handhole
HHC Handhole Cover

BASE DETAIL

115-POLE
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IMPORTANT:
• These specifications are intended for general purposes only. Lithonia reserves the right to change
material or design, without prior notice, in a continuing effort to upgrade its products.
• Installation requires grout to be packed under base to ensure full contact with foundation.

NOTES:

1 Specify location and orientation when

ordering (specify orientation from

handhole and height in feet above base).

2 Combination of tenon-top and drill mount

requires extra handhole.

TECHNICAL INFORMATION
EPA (ft2) with 1.3 gust

Nominal Wall Approximate
Catalog mounting Pole Shaft Thickness 80 90 100 Max. Bolt Circle Bolt Size ship weight
Number height (feet) Size(in x in x ft) (inches) mph mph mph weight (inches) (in. x in. x in.) (pounds)
SSA 8 4C 8 4.0 x 8.0 0.125 16.5 12.6 9.9 300 8-1/2-9-5/8 3/4 x 18 x 3 32

SSA 10 4C 10 4.0 x 10.0 0.125 11.5 8.6 6.5 230 8-1/2-9-5/8 3/4 x 18 x 3 37
SSA 12 4C 12 4.0 x 12.0 0.125 12.4 9.2 6.9 160 8-1/2-9-5/8 3/4 x 18 x 3 40

SSA 14 4C 14 4.0 x 14.0 0.125 9.3 6.7 4.8 120 8-1/2-9-5/8 3/4 x 18 x 3 50

SSA 15 4C 15 4.0 x 15.0 0.125 8.0 5.6 3.9 100 8-1/2-9-5/8 3/4 x 18 x 3 52
SSA 16 4C 16 4.0 x 16.0 0.125 6.9 4.7 3.1 90 8-1/2-9-5/8 3/4 x 18 x 3 54

SSA 16 4G 16 4.0 x 16.0 0.188 11.8 8.5 6.2 130 8-1/2-9-5/8 3/4 x 30 x 3 74

SSA 16 5G 16 5.0 x 16.0 0.188 15.0 11.1 7.5 280 10-1/2-11-1/2 3/4 x 30 x 3 83
SSA 18 4C 18 4.0 x 18.0 0.125 4.9 3.0 1.7 70 8-1/2-9-5/8 3/4 x 18 x 3 57

SSA 18 4G 18 4.0 x 18.0 0.188 9.2 6.4 4.4 100 8-1/2-9-5/8 3/4 x 30 x 3 80

SSA 18 5G 18 5.0 x 18.0 0.188 16.8 12.2 8.9 230 10-1/2-11-1/2 3/4 x 30 x 3 91
SSA 20 4C 20 4.0 x 20.0 0.125 3.3 1.7 0.5 40 8-1/2-9-5/8 3/4 x 18 x 3 62

SSA 20 4G 20 4.0 x 20.0 0.188 7.0 4.6 2.9 80 8-1/2-9-5/8 3/4 x 30 x 3 85

SSA 20 5G 20 5.0 x 20.0 0.188 13.6 9.5 6.6 180 10-1/2-11-1/2 3/4 x 30 x 3 107
SSA 20 6G 20 6.0 x 20.0 0.188 22.0 15.9 11.6 230 12-13 1 x 36 x 4 155

SSA 20 6J 20 6.0 x 20.0 0.250 30.4 22.6 17.0 300 12-13 1 x 36 x 4 202

SSA 25 5G 25 5.0 x 25.0 0.188 7.2 4.2 2.0 110 10-1/2-11-1/2 3/4 x 30 x 3 130
SSA 25 6G 25 6.0 x 25.0 0.188 13.2 8.6 5.4 180 12-13 1 x 36 x 4 180

SSA 25 6J 25 6.0 x 25.0 0.250 19.7 13.8 9.5 250 12-13 1 x 36 x 4 224

SSA 30 6G 30 6.0 x 30.0 0.188 7.0 3.4 0.8 130 12-13 1 x 36 x 4 210
SSA 30 6J 30 6.0 x 30.0 0.250 12.2 7.5 4.1 170 12-13 1 x 36 x 4 258

SSA 32 6J 32 6.0 x 32.0 0.250 9.7 5.4 2.3 160 12-13 1 x 36 x 4 272

SSA 35 6J 35 6.0 x 35.0 0.250 6.4 2.6 -- 200 12-13 1 x 36 x 4 294

HANDHOLE ORIENTATION1

A
Handhole

B

C

D
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